
I.E. -3'-4"

I.E. 6'-10"
RIM 2'-6.5"
(E) SEWER CLEAN-OUT

POC I.E. 6'9"    

RIM  +0'-2"

DATUM POINT - 0'0"

POINT OF 
CONNECTION

(N) 4" C.O.

(N) 4" C.O.

POC TO (E) 2" 
VERIFY LOCATION
AND INVERT

(E) WALKWAY 
LIGHT FIXTURE FOOTING
PROTECT IN PLACE

(E) SCULPTURE 
PROTECT IN PLACE

(E) PORTABLE  BUILDING (E) PORTABLE  BUILDING

CAP (E) SEWER

6" VCP STORM WATER 
@ 31" BELOW GRADE

4" COMM CONDUIT
APROX. 9'0" BELOW GRADE

(N) 4" SEWER @ 1-1/2% SLOPE TO DRAIN (N) 4" SEWER @ 1-1/2% SLOPE TO DRAIN

(N) 4" SEWER @ 1-1/2% SLOPE TO DRAIN

(E) CATCH BASIN

(E) 2" COLD WATER   VERIFY LOCATIONAPPROX. 8 FEET

VERIFY INVERT AND LOCATION

(N) 2" C.O.
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PATCH CONCRETE
WALK FROM PANEL
EDGE TO PANEL
EDGE 2500 PSI 4"
THICK OVER 2" OF
SAND #4 BAR AT 12"
OC EACH WAY #4
DOWELS @ 12" OC
(APPROX. 9'x14')

TUNNEL UNDER
RETAINING WALL

4" COMM CONDUIT
APPROX. 9'0" BELOW
GRADE

(E) 6" SANITARY
SEWER

(E
) S

EW
ER

(E) 2" SHUT
OFF VALVE

(E) 3/4" CW
(N) 4" C.O.

(N) 4" C.O.

PATCH CONCRETE
WALK FROM PANEL
EDGE TO PANEL
EDGE 2500 PSI 4"
THICK OVER 2" OF
SAND #4 BAR AT 12"
OC EACH WAY #4
DOWELS @ 12" OC
(APPROX. 6'x14')

TEMP. FENCING
BY CONTRCTOR

SEWER SITE 
P2

DEPARTMENT OF 
MAINTENANCE & OPERATIONS

7075 CAMPUS RD.
MOORPARK, CA. 93021

PHONE: (805) 378-1454 FAX: (805) 378-1593
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        AE Group
Mechanical Engineers

838 East Front Street
Ventura, California 93001-2925
(805) 653-1722
hugh@aegroupme.com

PLUMBING SITE PLAN
SCALE: 1/8"=1'0"

PLAN
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NOTES:
1. EXISTING UNDERGROUND PIPING AS

SHOWN ON THE DRAWINGS PROVIDED
BY THE DISTRICT IS INDICATED ON THIS
PLAN. HOWEVER THE PIPING
LOCATIONS AND DEPTHS HAVE NOT
BEEN INDEPENDENTLY VERIFIED AND
MAY NOT BE COMPLETE.

2. CONTRACTOR IS RESPONSIBLE FOR
VERIFYING DEPTH AND COMPLETE
FUNCTIONING SYSTEM, DETERMINING
ACTUAL LOCATIONS WILL REQUIRE
INVESTIGATION, POT HOLING, AND
SURVEYING.

3. AT THE BEGINNING OF CONSTRUCTION
POTHOLE POINTS OF CONNECTIONS
AND SURVEY TO VERIFY AVAILABLE
SLOPE TO DRAIN.  PROVIDE INVERT
ELEVATIONS BASED ON COMMON
DATUM POINT TO ENGINEER FOR
REVIEW PRIOR TO STARTING SEWER
INSTALLATION.

4. THE HARDSCAPE BETWEEN THE
BUILDINGS WILL BE PROVIDED UNDER A
SEPARATE CONTRACT. COMPACT
TRENCH IN THIS AREA TO 6" BELOW
FUTURE FINISH SURFACE.
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7 (CHRISTY #B3 W/ C.I. LID)

6. PRE-CAST CONCRETE BOX WITH

   UNPAVED AREA. EXTEND 6" MIN
2. 4" DEEP CONCRETE PAD IN 

4. BRONZE CLEANOUT PLUG.          
3. LABEL COVER "SEWER"      

7. PLUGGED WYE AT END OF RUNS

5. 1/2" SLOPE

   CAST IRON COVER 

   ALL AROUND BOX.

1. FINISHED GRADE

51 2 3 4

6

2 SURFACE CLEANOUT TO GRADE IN YARD BOX (COTG IN YB)
SCALE:     N.T.S.
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